
Ship Name: NACC ALICUDI

IMO Number: 9586435

Date of Action: 1/28/2021

Port: Wilmington, North Carolina

Ship Type: Bulk Carrier

Flag: Panama

Recognized Org: Bureau Veritas

Deficiencies:

Action Taken: Detention

Recognized Security
 Organization (RSO):

Recognized Org 

(RO) Related:
Class Related

Organization Related 

to Detention:

Unit: Sector North Carolina

Ship Management:

Relevant Certificates:

Code - Category Description

15101 - Safety and environment 

policy

In meeting the requirements, the company should ensure 

that any non-conformity is reported with its possible 

cause, if known; appropriate corrective action is taken, 

and records of these activities are maintained.  Chief 

Engineer and Captain are not utilizing company 

procedure to report any non conformities or take 

appropriate action to record discrepancies found 

throughout the vessel.

07120 - Means of escape Firefighting systems and appliances shall be readily 

available for immediate use. PSCO found water mist 

supply valve in closed position. Chief Engineer stated 

they closed the valve several days prior so crewmember 

could weld in the Engine Room shop and not set off the 

system, rending the automatic water mist system 

inoperable.

14104 - Oil filtering equipment Oil filtering equipment referred to in this regulation 

shall be of a design approved by the Administration and 

shall be such as will ensure that any oily mixture 

discharged into the sea after passing through the system 

has an oil content not exceeding 15 ppm. In considering 

the design of such equipment, The Administration shall 

have regard to the specification recommended by The 

Organization.  Vessel is fitted with a MEPC 107 oil 

content meter and automatic stopping device to prevent 

overboard discharge of effluent exceeding 15 ppm. PSCO 

found the pneumatic line connecting to the stopping 

device, which activates the closure, broken off, leaving 

the closing valve inoperable and unable to stop flow to 

overboard discharge if needed.

Charterers

Thestia Shipping, S.A.

Bureau Veritas

Panama Maritime Documentation Service

Owners, Operators, or Managers

Gremex Shipping S. A. DE C.V.

Karis Shipping Ltd

Document of Compliance

Safety Management Certificate

IOPP

Safety Construction



07101 - Fire prevention structural 

integrity

When sounding pipes are used, they shall not terminate 

in any space where the risk of ignition of spillage from 

the sounding pipe might arise. Where the administration 

considers this to be impractical, it may permit 

termination of sounding pipes in  a machinery space on 

the condition the following requirement(s) are met, the 

termination of the sounding pipes are fitted with self 

closing blanking devices and with a small-diameter self 

closing control cock located below the blanking device 

for the purpose of ascertaining before the blanking 

device is opened that fuel oil is not present.  The self-

closing cock was held open by a metal wire affixed to a 

sounding lever on the diesel oil tank beside the ships 

boiler.  Wire is intended to hold open sounding tube 

leaving tank's contents susceptible to fire.

07101 - Fire prevention structural 

integrity

Means shall be provided to control leaks of flammable 

liquids. PSCO observed diesel oil leak coming from heat 

exchange in purifier system. Containment below heat 

exchanger contained two inches of fuel. Additionally, 

PSCO observed leak coming from MGO storage tank 

dripping into containment below and showed signs of  

ongoing leakage from sight glass.

07101 - Fire prevention structural 

integrity

The following fire protection systems shall be kept in 

good order so as to ensure their required performance if 

a fire occurs; means of escape systems and appliances. 

Two A-60 fire doors in way of emergency escapes from 

engine room were found to be held back. When removed 

fire doors were still found to be inoperable due to excess 

corrosion and misalignment, rendering doors insufficient 

for escape and fire containment.


