
Ship Name: VICTORY I

IMO Number: 9213129

Date of Action: 4/1/2021

Port: Charleston, South Carolina

Ship Type: Passenger Ship

Flag: the Bahamas

Recognized Org: Bureau Veritas

Deficiencies:

Action Taken: Detention

Recognized Security
 Organization (RSO):

Recognized Org 

(RO) Related:
Class Related

Organization Related 

to Detention:

Unit: Sector Charleston

Ship Management:

Relevant Certificates:

Code - Category Description

07116 - Ventilation Where ventilation systems penetrate decks, precautions 

shall be taken, in addition to those relating to the fire 

integrity of the deck required by regulations II-2/ 18.1.1 

and 30.5. Ventilation dampers throughout the vessel fail 

to close and are unavailable in the event of an emergency.

11107 - Stowage of rescue boats Passenger ships of 500 gross tonnage and over shall 

carry at least one rescue boat complying with the 

requirements of section 5.1 of the LSA Code on each side 

of the ship.  Vessel is currently outfitted with two 

lifeboats.  Second lifeboat does not conform to LSA Code 

5.1 requirements for a rescue boat and is only 

certificated as a lifeboat under 4.4, 4.5.

11108 - Inflatable liferafts Every inflatable life raft shall be serviced at intervals not 

exceeding 12 months.  No available records of onboard 

inspection having been carried out by certified inspection 

personnel in the last 12 months. (IAW with 

MSC.1/CIRC.1328).

11104 - Rescue boats Rescue boats shall be capable of carrying at least  five 

seated persons and a person on a stretcher.  Rescue boat 

was modified from its type approval, preventing access 

of a stretcher in  the event of an emergency.

13101 - Propulsion main engine Where risk from overspeeding machinery exists, means 

shall be provided to ensure that the safe speed is not 

exceeded.  #1 Main propulsion engine did  not shutdown 

at over speed condition.

09209 - Electrical Electrical installations shall be such that the safety of 

passengers, crew, and ship from electrical hazards will 

be ensured.  Multiple power strip installations in server 

room and exposed wires above emergency generator fuel 

tank found presenting inherent risk to shipboard 

personnel.

09209 - Electrical Cables and wiring shall be installed and supported in 

such a manner as to avoid chaffing or other damage.  

The wiring beneath the bridge console contained several 

extension cords and power strips.  Additionally, the wires 

were not supported and bundled on the deck causing a 

fie hazard.
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10116 - Nautical publications Nautical charts and nautical publications, such as sailing 

directions, lists of lights, notices to mariners, tide tables 

and all other nautical publications necessary for the 

intended voyage, shall be adequate and up to date.  

Vessel's charts on ECDIS, nautical publications, light 

lists, and notice to mariners not updated since 2015.

09209 - Electrical Electrical installations shall be such that the safety of 

passengers, crew, and ship  from electrical hazards will 

be ensured.  Switchboards in engine control room and 

emergency generator have missing fault lights, power 

lights, and running lights presenting inherent hazard to 

shipboard personnel.

01201 - Certificates for master and 

officers

Masters, officers, ratings qualified in accordance with 

Chapters I, II, II, and VII and other personnel 

designated on the muster list to assist passengers in 

emergency situations on board passenger ships, shall 

complete passenger ship crowd management training as 

specified in section A-V/2 paragraph 3 of the STCW 

code.  Third mate as required by safe manning document 

and with associated shipboard duties is missing crowd 

management cert.

09209 - Electrical All electrical apparatus shall be so constructed and so 

installed as not to cause injury when handled or touched 

in a normal manner. The following electrical panels were 

missing circuit breakers and did not contain spacers: 

HVAC Room 3, HVAC Power Panel P209, Power Panel 

P418, IT Office Power Panel, and Power Panel P208.

11101 - Lifeboats All lifeboats except free-fall lifeboats shall be provided 

with at least one drain valve fitted near the lowest point 

in the hull which shall automatically open to drain water 

from the hull when the lifeboat is not waterborne and 

shall automatically close to prevent entry of water when 

the lifeboat is waterborne. The cork plug was found 

cracked, no longer in good and serviceable condition, 

and does not properly prevent entry of water when 

lifeboat is waterborne.

04103 - Emergency, 

lighting,batteries and switches

The electrical power available shall be sufficient to 

supply all those services that are essential for safety in an 

emergency for a period of 36h. Emergency lighting (22) 

failed through multiple areas of deck, embarkation areas 

and accommodation alleyways, and would not be 

available in the event of an emergency.


