
Ship Name: GRAND CLASSICA

IMO Number: 8716502

Date of Action: 7/13/2021

Port: West Palm Beach, Florida

Ship Type: Passenger Ship

Flag: Bahamas

Recognized Org: Bureau Veritas

Deficiencies:

Action Taken: Detention

Recognized Security
 Organization (RSO):

Recognized Org 

(RO) Related:
Class Related

Organization Related 

to Detention:

Unit: MSD LAKE WORTH (AKA. WEST 

Ship Management:

Relevant Certificates:

Code - Category Description

11134 - Operation of Life Saving 

Appliances

Before the ship leaves port and at all times during the 

voyage, all life-saving appliances shall be in working 

order and ready for immediate use.  Lifeboat #12 port 

engine is inoperable.

07106 - Fire detection and alarm 

system

Any required fire detection system shall be capable of 

immediate operation at all times.  Smoke detector 403 

ADD 41 on deck 10 and 306/114 on deck 09 are not 

operational.

15101 - Safety and environment 

policy

The company should establish procedures to ensure that 

the ship is maintained in conformity with the provisions 

of the relevant rules and regulations and with any 

additional requirements, which may be established by the 

company. In meeting these requirements, the company 

should ensure that: the inspections are held at 

appropriate intervals; any non-conformity is reported, 

with its possible cause, if known; appropriate corrective 

action is taken. Due to the objective evidence in the 

reported operational deficiencies, the vessel is not in 

substantial compliance with relevant conventions, calling 

into question the adequacy and implementation of the 

vessel's SMS under the ISM code. PSCOs collected 

objective evidence that the vessel was not identifying non-

conformities and following the inspection and reporting 

requirements of its SMS. An external audit conducted by 

the Flag is required within 30 days to determine whether 

the ship is operating in accordance with the ISM Code. 

Provide a copy of the completed audit report to USCG 

prior to departure from port.

02101 - Closing devices/watertight 

doors

Each power-operated sliding water tight door shall have 

an approximately uniform rate of closure under power 

and in no case less than 20 s or more than 40 s with the 

ship in the upright position. Vessel's crew were unable to 

meet closure timeframe requirements during the test on 

water tight doors #12 and #13.
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07115 - Fire-dampers In a ship in which oil fuel is used, the arrangements for 

the storage, distribution and utilization of the oil fuel 

shall be such as to ensure the safety of the ship and 

persons on board. No fuel oil leaks shall be situated 

where spillage or leakage therefore can constitute a 

hazard by falling on heated surfaces. Fuel oil leak found 

at storage tank from regulating valve soaking the lagging 

covering the valve, creating an extreme fire hazard.

07115 - Fire-dampers The main inlets and outlets of all ventilation systems shall 

be capable of being closed from outside of the spaces 

being ventilated. 09 fire dampers located on deck 9 and 

01 located on deck 8 in the stack space are inoperable.

07108 - Ready availability of fire 

fighting equipment

Fire-fighting systems and appliances shall be kept in 

good working order and readily available for immediate 

use. -The topping off pump for the sprinkler system 

protecting the accommodation and public areas, lobbies, 

stores, workshops, mooring decks and cold rooms is 

unable to fill the pressure vessel automatically as the 

system is designed. - The sprinkler system protecting 

accommodation and public areas, lobbies, stores, 

workshops, mooring decks and cold rooms has two soft 

patches on the main discharge pipe at the pressure 

vessel. - The sprinkler system pump protecting the 

accommodation and public areas, lobbies, stores, 

workshops, mooring decks and cold rooms is out of 

service. - The mist fire suppression system protecting the 

Main Engines, Diesel Generators and the Purifier room 

is off and not in the automatic position. The Ultrafrog 

fire suppression system fresh water supply tanks are 

below half full and not ready to supply sufficient water to 

the protected spaces.

02107 - Ballast, fuel and other tanks The arrangements for the storage, distribution and 

utilization of oil used in pressure lubrication systems 

shall be such as to ensure the safety of the ship and 

persons onboard. A massive leak was observed on the 

hydraulic oil storage tanks for the power-operated 

sliding water tight doors in the engine room, hydraulic 

oil subsequently sprayed all over PSCOs and crew.

13101 - Propulsion main engine The condition of the ship and its equipment shall be 

maintained to conform with the provisions of the present 

regulations to ensure that the ship in all respects will 

remain fit to proceed to sea without danger to the ship or 

persons on board. There is a concrete patch located on 

the main cooling water line for the ship's diesel 

generators.


