
Ship Name: BIG BANG

IMO Number: 9347188

Date of Action: 9/1/2021

Port: Baltimore, Maryland

Ship Type: Bulk Carrier

Flag: Liberia

Recognized Org: Bureau Veritas

Deficiencies:

Action Taken: Detention

Recognized Security
 Organization (RSO):

Recognized Org 

(RO) Related:
Class Related

Organization Related 

to Detention:

Unit: Sector Maryland-NCR

Ship Management:

Relevant Certificates:

Code - Category Description

15109 - Maintenance of the ship and 

equipment

The company should establish procedures to ensure that 

the ship is maintained in conformity with the provisions 

of the relevant rules and regulations and with any 

additional requirements which may be established by the 

company.  The vessel provided PSCO's checklists that 

have been previously filled out by engineers on watch 

that do  not accurately reflect the condition of the engine 

room.  Deficiencies #'s 2-5 provide objective evidence of a 

lack of effectiveness of the planned maintenance system 

on board.  Due to the objective evidence in the below 

deficiencies, the vessel is not in substantial compliance 

with relevant conventions.  The Captain of the Port 

question the adequacy and overall implementation of the 

vessel's SMS under the ISM Code.  An external audit 

conducted by the flag or RO is required to determine 

whether the ship is operation in accordance with the ISM 

code. Provide a copy of the completed audit report to 

USCG prior to departure from port.

07126 - Oil accumulation in engine 

room

Means shall be provided to control leaks of flammable 

liquids.  PSCO observed fuel accumulation around main 

engine  fuel pumps and lube oil accumulation around 

cylinder treads. Fuel leaks were  observed on main 

engine NO. 1 fuel pump fuel line and NO. 6 fuel pump 

high pressure lines.  Additionally, PSCO observed 

excessive fuel leaks on main diesel generators No 1, 2 and 

3 fuel pumps. Oil soaked rags observed throughout the 

engine room.

13199 - Other (machinery) External high-pressure fuel delivery lines between the 

high-pressure fuel pumps and fuel injectors shall be 

protected with a jacket piping system capable of 

containing fuel from a high pressure line failure.  PSCO 

observed one of the fuel lines on main engine cylinder no. 

6 did not have the appropriate insulation and the 

connection at the pump was loose.
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