
Ship Name: INDIGO I

IMO Number: 8716966

Date of Action: 10/29/2021

Port: Baltimore, Maryland

Ship Type: Ro-Ro-Cargo Ship

Flag: Panama

Recognized Org: RINA Services S.p.A.

Deficiencies:

Action Taken: Detention

Recognized Security
 Organization (RSO):

Recognized Org 

(RO) Related:
Class Related

Organization Related 

to Detention:

Unit: Sector Maryland-NCR

Ship Management:

Relevant Certificates:

Code - Category Description

15106 - Shipboard operations The company should establish procedures to ensure that 

the ship is maintained in conformity with the provisions 

of the relevant rules and regulations and with any 

additional requirements which may be established by the 

company [10.1]. The Company should establish  

procedures, plans and checklists for key shipboard 

operations [7]. The Company should identify potential 

emergency shipboard situations and establish procedures 

to respond to them. The vessel was unable to provide 

procedures and/or checklists for key shipboard 

operations including use of the emergency generator, oily 

water separator, cargo securing, and bunkering. Many of 

the listed technical and/or operational deficiencies 

provide objective evidence that the maintenance 

program as presently implemented onboard does not 

effectively ensure that the vessel is  being maintained in 

substantial compliance with the relevant conventions.  

The crew was also initially unable to complete a 

successful fire drill and the SMS lacked procedures for 

conducting fire drills. The Captain of the Port questions 

the adequacy and overall implementation of the vessel's 

SMS under the ISM Code.  An external audit conducted 

by the Flag or RO is required to determine the vessel's 

compliance with the ISM Code prior to departure from 

port.

15106 - Shipboard operations An interim Safety Management Certificate may be issued 

following verification that: the safety management 

system provided by the company for the ship concerned 

includes key elements of this Code and has been assessed 

during the audit for issuance of the Document of 

Compliance or demonstrated for the issuance of the 

Document of Compliance. The vessel does not have 

established procedures for routine shipboard operations 

such as operating the oily water separator or testing the 

emergency generator. The Chief Engineer was not 

provided, or did not have access to checklists for 

machinery related maintenance. Additionally, the Chief 

Engineer is in the process of writing engine room SMS 

procedures on board the vessel. A company 

representative for the vessel also stated the SMS is 

incomplete.
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01315 - Oil record book Each operation shall be fully recorded without delay in 

the Oil Record Book (ORB) Part 1.  The ORB is missing 

numerous entries, including transfers from the bilge to 

the bilge holding tank and transfers from the sludge 

tank. Additionally, there are multiple entries in the ORB 

for discharge overboard of bilge water via the OWS 

during periods of time where the OCM data log/history 

indicates that the OWS was not operating.

14104 - Oil filtering equipment The capacity of the supply pump should not exceed 110% 

of the 15 ppm bilge separator. The maximum throughput 

for the bilge separator is 0.7m3. Multiple entries in the 

Oil Record Book showed the throughput exceeding 

0.7m3. For example, on 10/20/21, the logged throughput 

was 3.5m3 from 12:50 to 15:40.

14109 - Oil/water interface detector Any discharge into the sea of oil or oily mixtures from 

ships of 400 gross tonnage and above shall be prohibited 

except when all the following conditions are satisfied: the 

oil content of the effluent without dilution does not 

exceed 15 ppm. PSCO observed oily water discharge 

going into a bucket after the three way valve. That oily 

water discharge was over 15 ppm even though the oil 

content meter was reading less than 15 ppm.

14104 - Oil filtering equipment Oil filtering equipment referred to in paragraph 1 of this 

regulation shall be of a design approved by the 

Administration...The oil filtering equipment had an 

unapproved modification.  A valve was added 

downstream of the oil content meter and three-way valve 

arrangement which was not on the approved plans.

07105 - Fire doors/openings in fire-

resisting division

The following fire protection systems shall be kept in 

good order: fire protection, including fire resisting 

divisions, and protection of openings and penetrations in 

those divisions. 

Multiple "A" class fire screen doors were not fully 

closing and latching or sealing, including the main 

stairwell door on the main deck, the door to the engine 

casing on the main deck, the door from the 

accommodations to the aft mooring deck, and the door 

from the engine room to the cargo deck.

02105 - Steering gear The condition of the ship and its equipment shall be 

maintained to conform with the provisions of the present 

regulations. Water is leaking into the steering gear room 

through the packing glands on the steering gear. The 

Chief Engineer stated the packing glands were tightened 

but continue to leak.


