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Code - Category Description

15109 - Maintenance of the ship and 

equipment

Objective evidence discovered in an expanded ISM 

examination revealed the following major 

nonconformity; the vessel failed to fully implement the 

requirements of the SMS. The vessel failed to fully 

establish maintenance procedures to ensure the ship is 

maintained in conformity with the provisions of the 

relevant rules.  This is made evident by deficiencies 02, 

03, 04, and 05. Ship's maintenance records state that the 

gas detectors, the valves measured by the cargo control 

room indicators, and the deck water spray system, were 

tested satisfactorily by the ship's crew the day prior to 

this examination.  Deficiency 06 shows that the vessel did 

not meet the requirement to provide for safe practices in 

ship operation and a safe working environment. 

Additionally, deficiency 7 shows that the management of 

change procedures in Section 2.2 of the SMS, which shall 

be applied to changes in the operational management of 

ships, were not properly implemented.  An external audit 

is required.

07124 - Maintenance of Fire 

protection systems

The system should be capable of covering all areas 

mentioned in 11.3.1 with a uniform distributed water 

spray of at least 10 l/m2 per minute for horizontal 

surfaces and 4 l/m2 per minute for vertical services. 

Many deck spray nozzles were plugged or did not 

provide a uniform distributed water spray to cover all 

areas on the vessel mentioned in 11.3.1, including 

roughly 50% of nozzles on both cargo manifolds and the 

superstructure, and over 50% of nozzles over the #1 port 

and starboard cargo tanks.

09110 - Electrical devices Where electrical equipment is installed in gas-dangerous 

spaces or zones as provided in 10.1.4, it should be to the 

satisfaction of the Administration and approved by the 

relevant authorities recognized by the Administration for 

operation in the flammable atmosphere concerned. 

Multiple certified safe type pieces of equipment in gas-

dangerous locations on deck and in the cargo compressor 

room have issues compromising their intrinsic safety and 

explosion proof properties, such as improper glands, 

missing nuts and bolts or improperly sized bolts 

preventing securing, and loose, improperly terminated 

electrical conductors.

Charterers

Geogas Trading SA

Owners, Operators, or Managers

Carbofin Spa



06105 - Atmosphere testing 

instruments

Gas detection equipment should be so designed that it 

may readily be tested. During examination both 

redundant systems were inoperable, and troubleshooting 

and cleaning could only make two of the nine sample 

points operable.


