
Ship Name: LOYALTY EXPRESS

IMO Number: 7007514

Date of Action: 3/8/2022

Port: Miami, Florida

Ship Type: General Dry Cargo Ship

Flag: Comoros

Recognized Org: Dromon Bureau of Shipping

Deficiencies:

Action Taken: Detention

Recognized Security
 Organization (RSO):

Recognized Org 

(RO) Related:
Class Related

Organization Related 

to Detention:

Unit: Sector Miami

Ship Management:

Relevant Certificates:

Code - Category Description

15108 - Reports of non-conf., 

accidents & hazardous occur.

The company should establish procedure to ensure that 

the ship is maintained in conformity with the provisions 

of the relevant rules and regulations and with any 

additional requirements which may be established by the 

company. Due to the objective evidence in the below 

deficiencies, the vessel is not in substantial compliance 

with relevant conventions, calling into question the 

adequacy and implementation of the vessel's SMS under 

the ISM code. PSCOs collected objective evidence that 

the vessel is submitting request to the company for 

maintenance and repair support but could not find 

evidence of the company taking actions to support the 

vessel's request. Requested support and repairs include 

the non-fully functioning main steering gear, inoperable 

HF radio, inoperable two-way VHF portable radios, 

inoperable rescue boat motor, and the non-fully 

functioning AIS. In all cases, the vessel could not produce 

evidence that the vessel or company notified their 

Recognized Organization or Flag Administration of the 

serious safety deficiencies. External Audit required.

Dromon Bureau of Shipping

Owners, Operators, or Managers

Maritime Steamship & Services S.A.

Loyalty Overseas Corporation

Safety Management Certificate

Safety Construction

Safety Equipment

Safety Radio



01102 - Cargo Ship Safety 

Construction (including exemption)

The hull, machinery and equipment of a cargo ship shall 

be surveyed on completion and thereafter in such 

manner and at such intervals as the Administration may 

consider necessary in order to ensure that their condition 

is in all respects satisfactory.  Vessel's Safety 

Construction Certificate states the vessel was found to 

comply with the relevant requirements of the convention 

during the latest survey conducted on 16JUN2021. PSCO 

observed, in addition to the listed deficiencies, severe 

substandard conditions to include substantial water 

intrusion into the forward starboard side void space, an 

approximate 4 inch by 8 inch hole in the tank top of the 

ballast tank located starboard side engine room, 

inoperable high level bilge alarm, inoperable valves 

within the ballast water manifold system, soft piping 

patches on cooling water piping for man engine and 

diesel generator, inoperable ventilation system for engine 

room, and the raw water valve for generator No. 1 has a 

screw being used to stop a leak coming from the side of 

the valve.

07199 - Other (fire safety) Every oil fuel suction pipe from a storage, settling or 

daily service tank situated above the double bottom shall 

be fitted with a cock or valve capable of being closed 

from outside the space concerned in the event of a fire... 

Vessel's quick closing valves are not capable of being 

closed from outside the machinery space.

02105 - Steering gear Ships shall be provided with a main steering gear and an 

auxiliary steering gear to the satisfaction of the 

administration.  Ships main steering tiller control is not 

operational causing the use of the auxiliary operation as 

the main steering method.

05105 - MF/HF Radio installation ..Every ship engaged on voyages behind sea areas A1 and 

A2, but remaining within sea area A3… be provided 

with: an MF/HF radio installation capable of 

transmitting and receiving, for distress and safety 

purposes, on all distress and safety frequencies. Vessel's 

HF radio will not turn on making it inoperable.

07106 - Fire detection and alarm 

system

All required fire detection systems shall be capable of 

automatically indicating the presence or indication of fire 

and also its location.  Indicators shall be centralized 

either on the bridge or in other control stations which 

are provided with a direct communication with the 

bridge.  Vessel does not have installed a fire detection 

system that can provide the indication of a fire and its 

location at a centralized location.

11104 - Rescue boats Cargo Ships shall carry at least one rescue boat 

complying with the requirements of section 5.1 of the 

code.  Vessel's rescue boat is not operational due to the 

motor unable to start.

02108 - Electrical installations in 

general

All electrical apparatus shall be so constructed and so 

installed that danger of injury in ordinary handling shall 

not exist.  PSCO observed numerous electrical hazards 

throughout the vessel including but not limited to 

electrical equipment missing protective covers, exposed 

wiring and unapproved splicing.



05118 - Operation of GMDSS 

equipment

At least 3 two-way VHF radiotelephone apparatus shall 

be provided on every passenger ship and on every cargo 

ship of 500 gross tonnage and upwards.   All three of the 

vessel's two-way VHF portable radios are not 

operational.


