
Ship Name: DA TONG YUN

IMO Number: 9451343

Date of Action: 10/19/2022

Port: Houston, Texas

Ship Type: General Dry Cargo Ship

Flag: Hong Kong

Recognized Org: China Classification Society

Deficiencies:

Action Taken: Detention

Recognized Security
 Organization (RSO):

Recognized Org 

(RO) Related:
Not Class Related

Organization Related 

to Detention:

Unit: Sector Houston-Galveston

Ship Management:

Relevant Certificates:

Code - Category Description

15109 - Maintenance of the ship and 

equipment

The company and the ship shall comply with the 

requirements of the international safety management 

code. The company should establish procedures to ensure 

that the ship is maintained in conformity with the 

provisions of the relevant rules and regulations and with 

any additional requirements which may be established by 

the company. In meeting these requirements, the 

company should ensure that any non-conformity is 

reported, with its possible cause, if known; and 

appropriate corrective action is taken.

Vessel SMS pt02 describes ship maintenance, inspection 

and control procedures. 

As delineated in deficiencies no.2-5 objective evidence 

attests that proper maintenance and inspections of 

shipboard equipment to include emergency lighting, 

lifesaving appliances, firefighting and emergency 

generator; has not been conducted in accordance with 

vessel SMS. Further evidence attests that reporting 

procedures of non-conformities has not been followed as 

per vessel SMS.

An external audit focusing on maintenance procedures 

and inspection intervals for emergency lighting, life-

saving appliances, firefighting, and emergency generator 

is required to be conducted prior to vessel being cleared 

for departure.

Charterers

Chipolbrok Sun Maritime Company 

Owners, Operators, or Managers

CHINESE-POLISH JOINT STOCK CO

COSCOL (H.K.)  INVESTMENT & 

DEVELOPMENT CO. LTD



07110 - Fire fighting equipment and 

appliances

Deep fat cooking equipment shall be fitted with the 

following: an automatic or manual fire extinguishing 

system tested to an international standard acceptable to 

the organization. A primary and backup thermostat with 

an alarm to alert the operator in the event of failure of 

either thermostat arrangements for automatically 

shutting off the electrical power upon activation of the 

fire extinguishing system; an alarm for indicating 

operation of the fire extinguishing system in the galley 

where the equipment is installed; and controls for 

manual operation of the fire-extinguishing system which 

are clearly labelled for ready use by the crew.

PSCO observed installed deep fat fryer in the galley 

without presence of fixed or manual fire-extinguishing 

system.

04114 - Emergency source of power - 

Emergency generato

The electrical power available shall be sufficient to 

supply all those services that are essential for safety in an 

emergency, due regard being paid to such services as 

may have to be operated simultaneously. The emergency 

source of electrical power shall be capable, having 

regard to starting currents and the transitory nature of 

certain loads, of supplying simultaneously at least the 

following services for the periods specified hereinafter, if 

they depend upon an electrical source for their operation.

PSCO observed chief engineer attempt to start 

emergency generator via manual push button on control 

box. E-gen failed to start and several audible alarms 

sounded on control panel. PSCO also observed errors in 

digital ground readings for control box.

02108 - Electrical installations in 

general

Electrical installations shall be such that all electrical 

auxiliary services necessary for maintaining the ship in 

normal operational and habitable conditions will be 

ensured without recourse to the emergency source of 

electrical power; electrical services essential for safety 

will be ensured under various emergency conditions; and 

the safety of passengers, crew and ship from electrical 

hazards will be ensured. 

PSCO observed numerous deck lights, emergency lights, 

and overboard embarkation lights on main deck to be 

inoperable as well as several that are damaged so as to 

cause potential shock when energized.




